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INTRODUCTION
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f,r{*';" %|>=r" The Device which Converts the Mechanical Energy
<|\/~7~ -into Electrical Energy is called Generator.

111ere are Two types of Generators

= " D. C Generator:- The Generator which converts the
’ M ha I'IIG' Energy into D.C Form of Electrical
En Is called D.C Generator.

G -; rator:- The Generator which converts the
thanica Energy into A.C Form of Electrical
gy is called A.C Generator.
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CONSTRUCTION

* Important Parts of D.C Generator
. YOKE

. POLES
. FIELD WINDING

1
2
3
4. ARMATURE
5
6

. COMMUTATOR,BRUSHES and GEAR
. BEARINGS

i
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YOKE

* Yoke is also called as frame. It provides
protection to the rotating and other

parts of the machine from moisture, dust
etc.

. * Yoke is an iron body which provides the
J'; spath for flux

” 1:i:rl;; provides the mechanical support for

* Materials used for yoke are cast iron,
silicon steel, cast steel, rolled steel etc.
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POLE

* Pole produce the magneti ’5,1 X
when the field winding is excﬁ:ed

* Materials used for Pole is casf’? E"::
or cast iron.
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FIELD WINDING

* The field winding is also called as
exciting winding.
P ——— » Current is passed through theﬂ *[_;.
winding in a specific direction to
magnetize the pole. _
_ *The mel:al is used fu;' the field
~_ conductor is copper.
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